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 EXPRESS TERMS 
FOR 

PROPOSED BUILDING STANDARDS 
REGARDING  

PROPOSED AMENDMENT OF THE 
2007 CALIFORNIA PLUMBING CODE (CPC) FOR THE 

CALIFORNIA CODE OF REGULATIONS (CCR), TITLE 24, PART 5 
 
 
LEGEND FOR EXPRESS TERMS 

1. Existing California amendments or code language being modified:  All such language appears in 
italics, modified language is underlined. 

2. New California amendments:  All such language appears underlined and in italics. 
3. Repealed text:  All such language appears in double strikeout. 

 
 
 
These proposed regulations will amend the 2007 edition of the California Plumbing Code (CPC) based on the 
2006 edition of the Uniform Plumbing Code (UPC) published by the International Association of Plumbing and 
Mechanical Officials (IAPMO).  California law makes the standards adopted by the Commission applicable to 
all occupancies in California. 
 
 
RATIONALE FOR CHANGE: 
The California Building Standards Commission, the Office of Statewide Planning and Development, the 
Division of the State Architect – Structural Safety, the Department of Housing and Community Development, 
and the California Department of Agriculture propose to amend the 2007 edition of the California Plumbing 
Code (CPC) based on the 2006 edition of the Uniform Plumbing Code by the International Association of 
Plumbing and Mechanical Officials (IAPMO).  The agencies propose to delete language included in error by 
IAPMO in that publication, which IAPMO has corrected by Tentative Interim Amendment.  The correction is 
being presented to the California public in a 45-day public comment period for application statewide and 
intended to become effective with the effective date of the 2007 code cycle supplement. 
 
 
Amend the following notes, which precede Table 4-1 of the 2007 CPC: 
 

Table 4-1 

Minimum Plumbing Facilities1 

Each building shall be provided with sanitary facilities, including provisions for persons with disabilities as 
prescribed by the Department Having Jurisdiction19. 
For requirements for persons with disabilities, Chapter 11A or 11B of the California Building Code shall be 
used. 
[BSC, OSHPD 1, 2, 3 & 4, DSA-SS, HCD, AGR] The total occupant load shall be determined by the 
minimum exiting requirements. The minimum number of fixtures shall be calculated by fifty (50) percent 
male and fifty (50) percent female based on the total occupant load. 
The occupant load and use of building and use of the building or space under consideration shall first be 
established using the Occupant Load Factor Table A. … 

(Table and balance of notes not shown for clarity) 
 

 


